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Size (b×d)

Member type mm in.

Beams 44 ×	 235
	 241
	 286
	 302
	 356
	 406
	 483

	1-3/4 ×	 9-1/4
		  9-1/2
		  11-1/4
		  11-7/8
		  14
		  16
		  19

68 ×	 235
	 241
	 286
	 302
	 356
	 406
	 483

	2-11/16 ×	9-1/4
		  9-1/2
		  11-1/4
		  11-7/8
		  14
		  16
		  19

89 ×	 235
	 241
	 286
	 302
	 356
	 406
	 483

	3-1/2 ×	 9-1/4
		  9-1/2
		  11-1/4
		  11-7/8
		  14
		  16
		  19

133 ×	235
	 241
	 286
	 302
	 356
	 406
	 483

	5-1/4 ×	 9-1/4
		  9-1/2
		  11-1/4
		  11-7/8
		  14
		  16
		  19

178 ×	235
	 241
	 286
	 302
	 356
	 406
	 483

	 7 ×	 9-1/4
		  9-1/2
		  11-1/4
		  11-7/8
		  14
		  16
		  19

Columns 89 ×	 89
	 133
	 178

	3-1/2 ×	 3-1/2
		  5-1/4
		  7

133 ×	133
	 178

	5-1/4 ×	 5-1/4
		  7

178 ×	178 	 7 ×	 7

Table 6.10

Typical dimensions 
of parallel strand 
lumber (PSL)

Property Value

Modulus of elasticity E 13800

Allowable bending stress, fb (300 mm depth) 37.0

Allowable shear stress, fv (perpendicular to glueline or wide face of strand) 3.7

Allowable bearing stress, fcp (parallel to glueline or wide face of strand) 9.4

Notes:

1.	 Both PSL and LVL are proprietary products whose specified strengths vary by manufacturer. For exact values for 
specific products, contact the manufacturer.

Table 6.11

Sample specified 
strengths (MPa) for 
structural composite 
lumber (PSL and 
LVL) for LSD
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